
General Environmental Incident Summary
Incident: 4005

Chris  Weldon

1/21/2016 1505

Received By:  

PO Box 26210

Oklahoma City , OK  73120

Distance Nearest Occupied Building:

Leak from Rail Car valve

400.00 gallons

Description of Released Contaminant: Crude Oil

Cause of Incident:

Unknown.  It appears valve was opened overnight. 

Risk Evaluation:

Spill is contained and being clean up now

Potential Environmental Impacts: 

Soil was impacted.  No surface water or groundwater should be affected.  

Action Taken or Planned:

Site personnel used absorbent material to stop the spread and contain the spill to one location.  
Professional cleanup company called out to clean up spill.

Wastes Disposal Location: 

Michael Key 

Responsible Party: Musket Corporation

Date Incident: 1/21/2016 Time Incident: 

County: McKenzie 151 104 8

Location Description: Musket Crude Oil Transfer Facility - West Side of Highway 58 south of NW 
35th Street

Type of Incident:

Volume Spilled:

Twp: Rng: Sec: Qtr:   

Duration:

EPA Extremely Hazardous Substance: No

# of Fatalities: # of Injuries: Affected Medium: 03 - soil

DEM  Incident No:

Submitted By: 

Contact Person:

Date/Time Notice:

Lat: 47.90259 Long: -104.03450 Method: Interpolation from map

Affiliation: Employee

Address: PO Box 26210 

City: Oklahoma City State: ND Zip: 73120

Release Contained: Yes

Ag Related: No

Reported to NRC: Unknown

Agencies Involved:
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Updates

Date: 1/21/2016 Status: Inspection Author: Cooper, Mike

Updated Volume: 3037.00 gallons

Notes:

Arrived on site 5:00 p.m. 15 degrees F, wind 0-5 mph. Suspected vandalism by disgruntled 
employee. Pending investigation by local law enforcement.  Location is approximately 1 mile south 
from Musket crude oil transfer facility. Filed report gives an estimate of approximately 400 gallons. 
Site contact Jeremy Moore estimated approximately 1000 gallons released. I instructed Jeremy to 
update his report and file it online. Cleanup crew is on site with heavy equipment and hydro vac. 
Company used enclosed trailers to haul material to Indian Hills Disposal. A temporary dike/berm was 
built to contain and withhold material from the small creek approximately 25 yds from spill location. 
The tracks along this line do contain a liner approximately 8-10 inches below land surface. Extent of 
contamination is unknown at this time. However, further followup is needed to check on disposal of 
material, vegetative growth and confirmation samples from the excavation. Contacted Michael Key 
(Corporate) and was asked if NDDoH would consider the use of Micro-Blaze within the contaminated 
area. More information is needed before a decision can be made. 
Before my return to the office, Chris Weldon called in to report that the released volume was 
calculated to be 3037 gallons.

Date: 1/21/2016 Status: Reviewed - Follow-up Required Author: O'Gorman, Brian

Updated Volume:

Notes:

According to the report, 400 gallons of crude oil were released onto the facility surface.  Field 
inspector has been contacted and was en-route to inspect.  More followup required.

Date: 1/26/2016 Status: Inspection Author: Wax, Pete

Updated Volume:

Notes:

On site 08:00, off site 08:40.  Foggy, light wind, 12 degrees.  Nearest water Musket Creek 
approximately 15 meters north of release.  Met with Musket Cooperation representatives and viewed 
release site and cleanup progress.  Current cleanup consists of removing contaminated soils along 
railway.  Current excavation is approximately 40 feet x 60 feet with a depth range of 2 to 12 feet.  
Three soil samples from the hole floor, as well as one control sample, have been collected for 
laboratory analysis.  Advised that an additional three soil samples be collected from the pit walls.  
Also requested that a map showing the specific locations of sampling be prepared and supplied to 
the NDDoH.  Photographs collected by NDDoH.
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